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Trailer size

Trailer code

Deck length

Deck width

Deck height

GVWR

Payload capacity

Trailer weight

82" X 14’

GD6

14’

82"

2 5”

14,000 LBS

9,635 LBS

4,365 LBS

- 28" deep sides with stake pocket provisions for wood extension
- 10-gauge sides with horizontal supports

- Heavy duty 7-gauge floor on 14’, 10 gauge on 10’ and 12’
- 4 heavy duty D-rings

- Engineered I-beam chassis. 14’-8” |-beam, 10’, 12’-6” I-beam
- %"x4"” flange on top and bottom of beam

- 10 gauge webbing

- Integrated toolbox

- Ramp pockets in rear bumper

- Drop legs

- Barn door tailgate

- Bolt on fenders and side steps

- EZ lube hubs on axles up to 7k

- 46-degree dump angle

- Built in 110v plug to charge battery

- Tarpkit

- 7k, and 12k quick adjust spring loaded jack

- 25/16 adjustable coupler

- 3 stage telescopic cylinders: 14’ —12 ton, 12’, 10’- 7 ton

- Spare tire mount

- Tires: 7 ton-235/80R16, 5 ton-225/75R15

- Galvanized wheels

- LED lighting

- Sealed wire harness
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First, the product is dipped in acidic solu- S i o F O e s e e [
tion and rinsed with cold water to remove B e
the grease, dirt, rust and scale. It is then A E S
dipped in a flux solution to remove the
last traces of oxide and to wet the steel.
When the clean iron is then dipped into a
molten zinc solution (typically at 450°C),
it forms zinc-iron layers by a metallurgical [ Y& ——
reaction between the iron and zinc.

Additional options: io Dealer Contact Information

* Spare tire

+ Galvanized ramps
* Hydraulic jacks

* Pintle eye

* Wireless remote

Work phone: 810 346-2835

Email:Benstrailersales@benssupercenter.con
Website: www.Bensgreatlakessales.com
Location:
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